
 

 

 
GENEBRE S.A. · Avinguda Joan Carles I, 46-48 

· EDIFICIO GENEBRE 
Tel. +34 93 298 80 00/01 · Fax +34 93 298 80 06 

08908 L’HOSPITALET DE LLOBREGAT Barcelona (Spain) 
e-mail: genebre@genebre.es 
web: http://www.genebre.es 

 

 

 
21010       
  

 

                                            
FECHA DE REVISION R2 30/10/2024 

  

 
 

 

 

21010 
SUMIDERO INOXIDABLE 10X10 
STAINLESS STEEL DRAIN 10X10  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
  

 
  

 
 
 
 
 
 

mailto:genebre@genebre.es
http://www.genebre.es/


 

 

 
GENEBRE S.A. · Avinguda Joan Carles I, 46-48 

· EDIFICIO GENEBRE 
Tel. +34 93 298 80 00/01 · Fax +34 93 298 80 06 

08908 L’HOSPITALET DE LLOBREGAT Barcelona (Spain) 
e-mail: genebre@genebre.es 
web: http://www.genebre.es 

 

 

 
21010       
  

 

                                            
FECHA DE REVISION R2 30/10/2024 

  

 
 

 

 

 
 
 
 

Características 

 

Features 

1) Material: Acero inoxidable AISI 304  
2) Diámetro de salida: Ø51mm 
3) Profundidad de la Cubeta: 15mm 
4) Tipo de Drenaje: Vertical 
5) Rejilla de Protección: Incluye rejilla 

extraíble de acero inoxidable con 
aberturas de 4 mm para evitar la 
entrada de objetos y facilitar la limpieza. 

6) Resistencia a Altas Temperaturas: 
Soporta hasta 150°C, adecuado para 
instalaciones en cocinas industriales y 
áreas sanitarias. 

7) Capacidad de drenaje: Entre 2,0 y 2,5 
litros por segundo (l/s) en caída vertical. 
 

1) Material: AISI 304 stainless steel 
2) Outlet Diameter: Ø51mm 
3) Basin Depth: 15mm 
4) Drain Type: Vertical 
5) Protective Grate: Removable stainless-

steel grate with 4 mm openings to 
prevent object entry and facilitate 
cleaning. 

6) High-Temperature Resistance: Supports 
up to 150°C, suitable for industrial 
kitchens and sanitary areas. 

7) Drainage Capacity: Between 2.0 and 2.5 
liters per second (l/s) in vertical fall. 

 
 
 

Descripción / Description 

El sumidero está diseñado para la recolección eficiente de agua y su evacuación en sistemas de 
drenaje de suelos interiores y exteriores. Fabricado en acero inoxidable AISI 304 de alta 
calidad, garantiza durabilidad y resistencia a la corrosión, especialmente adecuado para áreas 
expuestas a condiciones húmedas. 
Su diseño permite una instalación rápida y fácil en diferentes tipos de superficies, tales como 
pisos de baldosas, concreto y otros materiales comunes en edificaciones residenciales, 
comerciales e industriales. 
Ideal para instalaciones en baños, cocinas industriales, cuartos de lavado, estacionamientos, y 
áreas de servicio en hospitales, laboratorios y edificios de alta exigencia en higiene. 
 
The drain is designed for efficient water collection and evacuation in both interior and exterior 
floor drainage systems. Made from high-quality AISI 304 stainless steel, it ensures durability 
and corrosion resistance, making it particularly suitable for areas exposed to humid conditions. 
Its design allows for quick and easy installation on various surface types, such as tiled floors, 
concrete, and other common materials in residential, commercial, and industrial buildings. 
Ideal for installation in bathrooms, industrial kitchens, laundry rooms, parking areas, and 
service areas in hospitals, laboratories, and buildings with high hygiene requirements. 
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Calidad de los productos Genebre en grifería / Genebre general quality in taps 
 

 
 
La grifería GENEBRE está diseñada y fabricada según los estándares europeos de calidad, como la UNE-EN 19703 ofreciendo así al cliente la 
funcionalidad, durabilidad y seguridad esperadas. 
 
El latón empleado en nuestros cuerpos y componentes pertenece a las aleaciones CC754S según norma EN 1982 y CW617N según norma EN 12165. 
Las superficies cromadas cumplen la norma EN 248, resistencia a la niebla salina 5% (NaCl), Ph 6,5 T 36ºC. según ISO 9227. 
Los atomizadores cuentan con casquillos en latón cromado resistente a la corrosión y cartucho aireador en plástico anti calcáreo, según lo especificado 
en la norma EN 246.  
Utilización de cartuchos mezcladores con discos cerámicos de alta calidad fabricados en Al2O3 99%, según normas EN 200 y NF 077 capaces de resistir 
más de 200.000 maniobras y ofrecer la suavidad y estanqueidad originales. 
Los sistemas de giro de los caños han sido fabricados según norma EN 817, siendo capaces de resistir más de 80.000 maniobras. 
Empleamos válvulas anti retorno en mezcladores termostáticos según norma EN1717 a fin de asegurar la no intercomunicación.  
Todos los cartuchos termostáticos están dotados de un sistema de seguridad anti escaldamiento según norma EN 1111. 
Nuestros mangos de ducha están fabricados según norma EN 1112 y los Flexos de ducha fabricados según norma EN 1113.  Las Conexiones flexibles 
según norma UNE EN 13618. 
 
A fin de asegurar el cumplimiento de estas normas la empresa GENEBRE posee diferentes certificaciones: ISO 9001 Sistema de Gestión de la Calidad. 
ISO 14001 Sistema de Gestión Ambiental. 
  
GENEBRE posee productos homologados por el Ministerio de Industria y Energía de España. 
Conexiones usadas en nuestros productos fabricadas según UNE EN 13618 
Certificación de mecanismos y componentes en laboratorios acreditados por ENAC. 
Genebre posee productos certificados por el Laboratorio Oliver Rodés, confirmando el cumplimento de los criterios sanitarios de la calidad del agua 
para el consumo humano (RD 140/2003 de 07 de febrero (legislación española) y de la directiva europea relativa a la calidad de las aguas destinadas 
del consumo humano. 
 
La garantía de los productos GENEBRE está mundialmente reconocida. 
Ofrecemos un servicio de asistencia técnica, así como de resolución de incidencias. 
 
 
GENEBRE’s taps are designed and manufactured in compliance with European standards, such as UNE-EN 19703, to comply with and exceed the 
European Product Directives, thereby offering customers the desired functionality, durability and safety. 
 
The brass used for our taps and components is according to CC754S alloy, in compliance with standard EN 1982 and CW617N alloy in compliance with 
standard EN 12165. 
Chromed surfaces are in compliance with EN 248, resistant to 5%salt spray (NaCl), PH 6.5 T 36ºC,in compliance with standard ISO 9227. 
Aerators have chrome-plated brass casings resistant to corrosion and plastic anti-lime scale aerator cartridges, in compliance with standard EN 246. 
Use of mixing cartridges with high-quality ceramic discs manufactured in Al2O3 99%, in compliance with standards EN 200 and NF 077 capable of 
withstanding more than 200,000 manoeuvres and offering the original softness and water tightness. 
The rotation systems of the water spouts have been manufactured in compliance with standard EN 817 and are capable of withstanding more than 
80,000 manoeuvres. 
We use anti-backflow valves in thermostatic mixers in compliance with standard EN1717 to ensure there is no backflow. 
All thermostatic cartridges are fitted with an anti-scalding security system in compliance with standard EN 1111. 
Our handshowers are manufactured in compliance with standard EN 1112 and the Shower hoses are manufactured in compliance with standard EN 
1113. The flexible connections in compliance with standard UNE EN 13618. 
 
By means of ensuring these standards are complied with, the company GENEBRE hold different certifications: ISO 9001 Quality management system 
and ISO 14001 Environmental management system. 
 
GENEBRE owns products approved by the Spanish Ministry of Industry and Energy. 
Connections used in our products manufactured according to UNE 13618.  
Certification of mechanisms and components in ENAC-accredited laboratories. 
Genebre owns products certified by the Laboratory Oliver Rodés, confirming compliance with the sanitary criteria for the quality of water for human 
consumption (RD 140/2003 dated 7 February – Spanish legislation) and European Directive relating to the quality of water intended for human 
consumption. 
 
The guarantee of GENEBRE’s products is internationally recognized. 
We provide a technical assistance service, as well as an incident resolution service. 
 
 

 
 

 
 

 

 

 

 

 
 

 
 

 

 

 

 

 

mailto:genebre@genebre.es
http://www.genebre.es/

